








Combining the CS 17 with
a cutter will permit the
production of complete
documents in a single
working cycle.

Coupling two CS 17 units
allows complex numbering
and imprinting jobs.

A combination of two CS 17
machines and a cutter will
significantly extended the 
field of application. 
Additional extensions are
available on request.
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1 Assembly layout for standard
straight rotary ATLANTIC ZEISER
numbering machines, imprint
parallel to the numbering shaft,
showing the arrangement with 
the smallest possible interval
between standard numbering
machines.
2 Assembly layout for standard
convex rotary ATLANTIC ZEISER
numbering machines, imprint
vertical to the numbering shaft,
showing the arrangement with 
the smallest possible interval
between standard numbering
machines.
3 Assembly layout of oversized
straight ATLANTIC ZEISER
numbering machines, imprint
parallel to the numbering shaft,
showing the arrangement with 
the smallest possible intervals.

Technical data
Print length:
variable, from 1” (25,4 mm) to 
17” (431,8 mm) in 1/6” steps
Max. print width: 
520 mm (ca. 19”)
Max. web width: 
540 mm (ca. 21”)
Paper weight: 40 g/m2 – 170 g/m2

Print speed: 8.000 rpm
Machine capacity:
e.g. 3”-Documents 32.000/h
(single stream)
e.g. 3”-Documents 64.000/h
(double stream)
Weight: 
net 570 kg
gross 700 kg (transport weight)
Power supply:
400 V (± 10%); 3 ~ + PE; 4,2 kVA
50 Hz or 60 Hz
Fusing power side: 
16 A
Pneumatic pressure: 
6 - 8 bar
Weight:
about 700 kg, approx. 1550 pds
Machine dimensions:
138 x 138 x 155 cm
50” x 50” x 61”
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x = according to the Barcode and the number digits


