
KAPPA 65
Digital Inkjet Printing with

Drop-on-Demand Array Jet Technology

The KAPPA 65 high-speed Drop-on-Demand printer is designed especially for an easy integration of single and 

multiple heads with mailing, document processing and finishing systems and card personalization systems. Its 

consistent print quality across the entire print width – at maximum speed – together with a resolution of  

300 x 300 dpi allows new levels of printing flexibility. Together with the AZ controller it is possible to combine 

the KAPPA 65 with cameras, scanners or other devices. This printer is available in versions for UV-curable ink and 

glycol-based inks.  

The KAPPA 65 printing systems are well-suited for a full range of monochrome and spot-color imprinting  

applications, such as bar coding, addressing, and other forms of variable data printing.

Convincing advantages at a glance

l	 The KAPPA 65 offers a print width of 65 mm (2.56 inches)

l	 Text, logos, graphics, bar codes in high resolution (300 x 300 dpi)

l	 The modular Atlantic Zeiser print controller is available in basic and extended versions

l	 The AZ controller architecture allows multiple or single printhead operation and addition of  

	 AZ UNIQUE VISION camera control systems or other devices

l	 Flexible installation on web or sheet-fed applications

l	 UV-curing and glycol inks for porous and non-porous substrates

l	 Atlantic Zeiser offers customized solutions with advanced system technology from one source

l	 Atlantic Zeiser‘s extensive experience in system integration with a global service network

For print samples
please get in touch 
with your Atlantic  
Zeiser sales contact.
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CREATING IDENTITY

ATLANTIC ZEISER GmbH · Bogenstrasse 6-8 · 78576 Emmingen · Germany · Phone +49 7465 291-0 · Fax +49 7465 291-166 · sales@atlanticzeiser.com

ATLANTIC ZEISER Inc. · 15 Patton Drive West Caldwell · New Jersey 07006 · USA · Phone +1 973 228-0800 · Fax +1 973 228-9064 · sales@atlanticzeiserUSA.com

ATLANTIC ZEISER Ltd. · 53 Central Way · Andover, Hants. SP10 5 AL · GB · Phone +44 1264 324-222 · Fax +44 1264 324-333 · sales@atlanticzeiserUK.com

ATLANTIC ZEISER s.r.l. · Via Varesina 174 · 20156 Milano · Italy · Phone +39 02 33497-740 · Fax +39 02 33401-413 · az@atlanticzeiser.it

ATLANTIC ZEISER S.A.S. · 21-23, rue Eugène Dupuis-Europarc · 94043 Créteil Cedex · France · Phone +33 1 156711309 · Fax +33 1 43774430 · info@atlanticzeiser.fr

ATLANTIC ZEISER S.A. · Dr. Esquerdo, 112 · 28007 Madrid · Spain · Phone +34 91 4336661 · Fax +34 91 5528916 · az_spain@atlanticzeiser.es

www.atlanticzeiser.com

Inks 
The KAPPA 65 printing system 

is available in two alternative 

versions using either glycol-

based or UV-curable inks 

specially developed by Atlantic 

Zeiser.

Substrates 
The KAPPA 65 enables custom-

ized printing solutions on a 

variety of substrates. Printing 

is possible on porous/non-po-

rous materials such as paper, 

carton, aluminum and polymer 

foils, and plastic cards. 

Dryer and Curing Units 
A variety of thermal drying and 

UV-curing units are available 

depending on your specific 

application. Amongst them are 

the water-cooled SenseCure 

system for high-speed applica-

tions and the revolutionary 

SmartCure system for temper-

ature-sensitive products.

Controller Platform 
To ensure a permanently 

controlled production envi-

ronment, the Atlantic Zeiser 

controller monitors printing 

and positioning of the data 

and directs, synchronizes and 

controls single, double or mul-

tiple printheads operations.

Sensors and verification 

systems (e.g. Atlantic Zeiser 

UNIQUE VISION camera con-

trol systems or RFID readers) 

can also be connected to the 

controller. In this way the 

controller platform allows an 

efficient and safe link between 

material and information flow 

and fulfills stringent require-

ments regarding automation, 

data logging and process 

control. 

Easy Handling 
Direct access to the system 

guarantees operator-friendly 

production. Automatic test 

routines on system start-up 

and easy cleaning processes 

increase the user-friendliness 

of this system. Operating the 

KAPPA 65 does not require any 

compressed air.

 
Top Resolution - Bar code/ 
Personalized Information 

The following bar codes can  

be coded as standard: 

Code 39, Code 2 of 5 inter-

leaved, Code 128, Codabar, 

EAN 13, UPC-A , 2D bar codes 

(Datamatrix, PFD 417,  

QR code).

Technical Specifications KAPPA 65 Printhead UV KAPPA 65 Printhead GLYCOL

Resolution 300 x 300 dpi 300 x 300 dpi

Print Width 65 mm	 2.56 inches 65 mm	 2.56 inches

Printing Speed max. 84 m/min 	 276 ft/min max. 102 m/min	 335 ft/min

Height 172.7 mm	 6.8 inches 172.7 mm	 6.8 inches

Width 111.7 mm	 4.4 inches 111.7 mm	 4.4 inches

Depth 162.6 mm	 6.4 inches 162.6 mm	 6.4 inches

Droplet Volume 80 pl 30 pl

Power Supply 220 - 240 V / 50 Hz or
110 - 120 V / 60 Hz

220 - 240 V / 50 Hz or
110 - 120 V / 60 Hz

Ambient Temperature 16 - 29 °C - humidity 10 - 90% 
16 - 40 °C - humidity 10 - 60%

16 - 29 °C - humidity 10 - 90% 
16 - 40 °C - humidity 10 - 60%


