
OMEGA 36/36i
High Quality Inkjet Printing with

Drop-on-Demand Array Jet Technology

OMEGA 36/36i Printing System - Taking Inkjet Printing to a New Quality Level 

With a print resolution of 360 dpi, the OMEGA 36/36i is Atlantic Zeiser’s premium product, ensuring accurate 

reproduction of bar codes and font sizes of up to 4 points as well as optimum legibility of bar codes, graphics 

and textual information. The high print quality on a print width of 36 mm facilitates personalization of pre-

printed offset media. In addition, the OMEGA inkjet printing system makes it practical, as well as profitable,  

to generate short runs for subsequent individualization. 

The OMEGA 36/36i prints variable data on all types of plastic cards and packaging, and is also adapted for  

addressing mailings in job printing, personalizing ID cards in security print, and printing labels, particularly 

those with special coating. Because the OMEGA printing system is designed for use in web or sheet-fed 

processes, there are no limits to its field of application. The OMEGA will enable print service providers to take 

on cost-effective short-run jobs previously reserved for flexo and silk-screen printing – all with a high level of 

quality in a fraction of the time.

A complete, innovative System 

Once perceived as messy and high-maintenance, customers are increasingly looking to inkjet printing for  

cost-effective solutions. The OMEGA’s pivoting print head assembly, superior ease of use, and optimum  

access alleviates client concerns on all counts while delivering a premium results. The OMEGA printing system 

is available in two versions: the OMEGA 36 serves as an economical entry-level model with a print speed of  

30 m/min, whereas the OMEGA 36i version offers twice the print speed, running at an impressive 60 m/min. 

For print 
samples
please get in 
touch with 
your Atlantic 
Zeiser sales 
contact.
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CREATING IDENTITY

ATLANTIC ZEISER GmbH · Bogenstrasse 6-8 · 78576 Emmingen · Germany · Phone +49 7465 291-0 · Fax +49 7465 291-166 · sales@atlanticzeiser.com

ATLANTIC ZEISER Inc. · 15 Patton Drive West Caldwell · New Jersey 07006 · USA · Phone +1 973 228-0800 · Fax +1 973 228-9064 · sales@atlanticzeiserUSA.com

ATLANTIC ZEISER Ltd. · 53 Central Way · Andover, Hants. SP10 5 AL · GB · Phone +44 1264 324-222 · Fax +44 1264 324-333 · sales@atlanticzeiserUK.com

ATLANTIC ZEISER s.r.l. · Via Varesina 174 · 20156 Milano · Italy · Phone +39 02 33497-740 · Fax +39 02 33401-413 · info@atlanticzeiser.it

ATLANTIC ZEISER S.A.S. · 21-23, rue Eugène Dupuis-Europarc · 94043 Créteil Cedex · France · Phone +33 1 156711309 · Fax +33 1 43774430 · info@atlanticzeiser.fr

ATLANTIC ZEISER S.A. · Dr. Esquerdo, 112 · 28007 Madrid · Spain · Phone +34 91 4336661 · Fax +34 91 5528916 · az_spain@atlanticzeiser.es

www.atlanticzeiser.com

Technical specifications OMEGA printers 

Resolution 360 dpi 

Print width 36 mm	  1.417 inches

Printing speed OMEGA 36
Printing speed OMEGA 36i

max. 30 m/min	       98 ft/min 
max. 60 m/min	     197 ft/min

Height 200 mm	  7.874 inches

Width 80 mm 	  3.149 inches 

Depth 40 mm 	  1.574 inches

Droplet volume 42 pl

Power supply 220 - 240 V / 50 Hz or
110 - 120 V / 60 Hz

Ambient temperature 16 - 29 °C - humidity 10 - 90% 
16 - 40 °C - humidity 10 - 60%

Inks 
The OMEGA printers are able 

to print UV-curable inks as well 

as solvent-based inks. Atlantic 

Zeiser has developed a series of 

special inks to make the differ-

ence in your application. 

l	Ultra-fast curable inks for 

 	 high processing speed 

l	Highly adhesive inks for  

	 extraordinary scratch  

	 resistance even on non- 

	 porous substrates 

l	Fast-drying glycol inks for 

	 porous substrates 

l	A variety of spot colors  

	 to match your corporate 

	 identity needs

All our inks are designed for 

heavy-duty 24/7 production 

and allow easy restart after 

production stops without ex-

tensive head cleaning.

Substrates 
The OMEGA printers enable 

customized printing solutions 

on a variety of substrates. 

Printing is possible on porous/

non-porous materials such as 

paper, carton, aluminum and 

polymer foils, and plastic cards.  

Dryer and Curing Units 
A variety of thermal drying and 

UV-curing units are available 

depending on your specific 

application. Amongst them are 

the water-cooled SenseCure 

system for high-speed applica-

tions and the revolutionary 

SmartCure LED system for 

temperature-sensitive products.

Print Controllers 
In Print-Only-Mode the 

OMEGA printers are easily con-

nected to a standard Windows-

based PC via USB 2.0 port. 

If more complex applications 

require additional features 

such as online variable data 

inspection, encoding and print 

control, Atlantic Zeiser offers a 

powerful and flexible controller 

platform that helps our cus-

tomers to deliver value-added 

services.  

 

Typical applications include 

marking, printing, identifica-

tion, controlling, logging and 

data output for web-to-web, 

sheet, and single product ap-

plications. 

Easy Handling 
Its compact design enables 

integration even in environ-

ments with restricted space. 

Interfaces for encoder and sen-

sors are placed on-board. The 

swivel-head mount concept is 

designed for easy cleaning and 

automatic capping.

UV-curing unit shown 
without security cover

Top Resolution - Bar code/ 
Personalized Information 

Print-Only-Mode (Windows- 

based PC):  

l	 Fonts:	all TrueType fonts 

l	 Bar codes: Codabar, Code 

	 2/5, Code 11, Code 39,  

	 Code 93, Code 128, EAN,  

	 ISBN, Pharmacode, PZN,  

	 RSS, UCC, UPC, Codablock,  

	 Datamatrix, MaxiCode,  

	 PDF417, QR code, RSS 14  

	 stacked, EAN composite,  

	 UPC composite, various  

	 postcodes 


