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SMARTCURE™ - The future of LED UV drying

Discover the future of > Less heat = reduced requirements > Practically no heat dissipation -
LED UV drying with AZ: on cooling equipment and room important for operation in confined
The new SMARTCURE™ series! conditions spaces
Forget all the negative features that you * New applications SMARTCURE™ dryers are ideally matched
have had to put up with from conven- > Practically no heating effect on the to the new SMARTCURE™ inks and
tional lamp-based UV drying in the past. substrate — important for temperature-  OMEGA printers from Atlantic Zeiser.
Novel LED-based SMARTCURE™ products sensitive applications
offer you: > Improved adhesion of the printer Take a look at some print samples and
ink to the substrate — crucial for many you will be astonished by the outstanding
e Drastically reduced operating costs: applications on non-absorbent media print quality!
> 10-fold increase in operating life
over Hg UV lamps * Simplified operation
> 10-fold decrease in energy > Constant lamp output over the entire
consumption over Hg UV lamps operating life — no fading
> Instant on/off switching > Constant lamp output over the
> Environment-friendly operation illuminated area — no inhomogeneities
> No generation of ozone = no > Compact size — important for
extraction necessary installation in existing machines

Technical Specifications SMARTCURE™ 36 SMARTCURE™ 36i
Ideally suited for use with OMEGA 36 OMEGA 36i
max. 30 m/min max. 60 m/min
Available inks AZ SMARTCURE™ CMYK inks AZ SMARTCURE™ CMYK inks
Spot colors on request Spot solors on request
Wavelength range 380 - 420 mm 380 — 420 mm
llluminated area 150 x 36 mm 300 x 36 mm
Lamp dimensions 175 x 49 x 104 mm 325 x 49 x 104 mm ! ;
SMARTCURE™ 36 double installation
Required cooling capacity 0.5 kw 1.0 kW on JETLINE transport system
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Required refrigerant flow 3 I/min 6 |/min




